
MA / PA SERIES MIXER AMPLIFIERS

MA2120
Power Amplifiers

PA2120
Power Amplifiers

Lo-Z/Hi-Z switchable Class-D mixer amplifier (Lo-Z: 120W x2 
@4Ω, 100W x2ch @3Ω/8Ω,　Hi-Z: 120W x2ch or 200W x1ch, 
70V/100V) equipped with 6 mic/line inputs, 2 stereo inputs and 
powerful DSP functions for high quality music playback and 
microphone use.
•	 Easy setup, and a user-friendly interface for effortless 

operation
•	 Supporting Lo-Z (120W x2ch @4Ω or 100W x2ch @3Ω/8Ω) 

and Hi-Z (120W x2ch or 200W x1ch, 70V/100V) speaker 
systems

Lo-Z/Hi-Z switchable Class-D amplifier (Lo-Z: 120W x2 @4Ω, 100W 
x2ch @3Ω/8Ω,　Hi-Z: 120W x2ch or 200W x1ch, 70V/100V) equipped 
with 1 stereo/2 mono line inputs; can be combined with the MA2120 
mixer amplifier. 
• 	 Easy setup, and a user-friendly interface for effortless 

operation
• 	 Supporting Lo-Z (120W x2ch @4Ω or 100W x2ch @3Ω/8Ω) 

and Hi-Z (120W x2ch or 200W x1ch, 70V/100V) speaker 
systems

MA2030a
Power Amplifiers

PA2030a
Power Amplifiers

Lo-Z/Hi-Z switchable Class-D mixer amplifier (Lo-Z: 30W x2ch, 
Hi-Z: 60W x1ch) equipped with 3 types of selectable stereo 
inputs, 2 mic inputs and powerful DSP functions for high quality 
music playback and microphone use.
•	 Easy setup, and a user-friendly interface for effortless 

operation
•	 Supporting Lo-Z (30W @3Ω/4Ω/8Ω) and Hi-Z (60W x1ch, 

70V/100V) speaker systems
•	 Flexible 2 mic inputs and selectable 3 stereo inputs

Lo-Z/Hi-Z switchable Class-D amplifier (Lo-Z: 30W x2ch, Hi-Z: 
60W x1ch) equipped with 1 stereo/2 mono line inputs; can be 
combined with the MA2030a mixer amplifier.
•	 Easy setup, and a user-friendly interface for effortless operation
•	 Supporting Lo-Z (30W @3Ω/4Ω/8Ω) and Hi-Z (60W x1ch, 

70V/100V) speaker systems
•	 1 stereo/2mono line inputs
•	 Built-in speaker EQ optimum for Yamaha VXC/VXS series speaker

RKH1
 Rack mount kit
•	 Rack mount kit for MA2030a/MA2030/PA2030a/PA2030


